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ABSTRAK
Basement merupakan salah satu solusi untuk keterbatasan lahan khususnya kota Jakarta. Pada pelaksanaan pekerjaan basement terdapat beberapa kendala yang sering terjadi seperti naiknya muka air tanah dan longsoran disekitar galian. Untuk mengatasi masalah tersebut perlu adanya dinding penahan tanah yaitu salah satunya dengan menggunakan secant pile. Secant pile didesain harus memiliki kestabilan dan kekuatan yang optimum yang dapat menahan gaya lateral dari tanah. Dalam perencanaanya secant pile perlu memperhitungkan besar tekanan lateral dan kedalaman penetrasi serta menghitung besar gaya momen dan gaya geser yang terjadi. 


Tujuan skripsi ini adalah untuk melakukan perhitungan besar tekanan lateral dan kedalaman penetrasi secant pile tanpa angkur dan dengan menggunakan angkur serta menghitung nilai SF, gaya geser dan gaya momen dengan menggunakan program plaxis.


Metode yang digunakan pada perhitungan kedalaman penetrasi adalah metode perhitungan turap kantilever dan turap diangker, serta metode elemen hingga pada program plaxis. Hasil yang didapat pada perhitungan gaya lateral sebesar 356,92 kN/m dan perhitungan kedalaman penetrasi adalah sebesar 5,72 m untuk secant pile tanpa menggunakan angkur dan 1,84 m untuk secant pile dengan menggunakan angkur. Sedangkan untuk hasil perhitungan program plaxis yaitu untuk secant pile tanpa menggunakan angkur diperoleh SF sebesar 4,97, gaya geser sebesar 351,08 kN/m dan gaya momen sebesar 605,20 kN/m. untuk secant pile dengan menggunakan angkur diperoleh SF sebesar 10,26, gaya geser sebesar 159,67 kN/m dan gaya momen sebesar 157,59 kN/m.
Kata Kunci: Secant Pile, Kedalaman Penetrasi, Program PLAXIS
PILE SECANT CALCULATION ANALYSIS AT THE FAMILY ENTERTAINMENT CENTER PROJECT OF TAMAN RIA CLUSTER AREA,CENTRAL JAKARTA

AHMAD WARITSI HERLA PUTRA, 2014-21-039

Mentor Lecturer: IRMA SEPRIYANNA,S.T.,M.T

ABSTRACT 

            Basement is one solution for limited land, especially in Jakarta.  In the implementation of the basement work there are several obstacles that often occur such as rising ground water levels and landslides around the excavation. To overcome this problem, it is necessary to have a retaining wall, one of which is using pile secant. Pile Secant  are designed to have optimum stability and strength that can withstand lateral forces from the ground. In pile secant planning, it is necessary to calculate the amount of lateral pressure and the depth of penetration and calculate the magnitude of the moment and shear forces that occur. 

            The purpose of this thesis is to calculate the magnitude of lateral pressure and penetration depth of pile secant without anchor and by using anchor and calculating the value of SF, shear force and moment style by using a plaque program.

            The method used in calculating the depth of penetration is the method of calculating cantilever plaster and sheeting,  and the element method in the plaque program. The results obtained from the lateral force calculation are 356,92 kN/m and the calculation of penetration depth is 5,72 m for pile secant without using anchor and 1,84 m for  pile secant using anchor. Whereas for the results of the plaxis program calculation that is for pile secant without using anchor obtained SF is 4,97, the shear force is 351,08 kN/m and the moment force is 605,20 kN/m. for pile secant using angkur obtained SF of 10,26, shear force of 159,67 kN/m and momentary force of 157,59 kN/m.

Keywords: Pile Secant, Penetration Depth, PLAXIS Program
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